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Terms and Conditions AIPLOT-Pro

XBefore using this software program, please read through all the
terms and conditions written below. By using the software program we
regard that you have read and understood the following information.

1.License

Basically one license for this software program qualifies one person to use
with one application, which means that one license allows you to install
the software to one computer. If you attempted to use your license with mul-
tiple computer or share it with multiple users, you could be asked for compen-
sation.

2.Warranty of use

It is not possible for us to insure against any accidents that could happen
when users use the software program, and as such, we regard your use
of the software as agreement that there have been no problems, unless you
stop using the software while still using the demonstration version.



Install AIPLOT-Pro

B Close Adobe lllustrator before you start install.

[Install to Mac]
Double click “Installer” icon in the downloded folder. Click “Start” as the installer launched (It may “
take a few minutes to launch).

Installer
The install program will automatically detect a suitable disk where Adobe lllustrator would be
installed in (Figure1). If the disk is not right, click “Change Disk”. Then click “Continue”.
Alist of all Adobe lllustrator versions installed in your disk will be shown (Figure2). Select the right
version to install the plugin and click “Install”.
Plug-in Installer Plug-in Installer
Install B
_ [Applications/Adebe lllustrator CC 2015.3
Install “AIPLOT-Pro". *) (Applications/Adobe lllustrator CC 2017
") [Applications/Adobe lilustrator CS§
) {Applications/Adobe lllustrator CS6
AIPLOT-Pro 1.0MB

[TOTAL: 1.0 MB / AVAIL:198263.3 MB ]
Macintosh HD "
Acinios Change Disk Plug-in for ‘Adobe lustrator(R) CC' is installed.
- Keep in mind that operation is not guaranteed in other environments.
Cancel Continue
Cancel Install

[Install to Windows]
Open a folder with a version name you are going to install. (If you install to CC2018 64bit, open

“AIPLOT-Pro AICC(x64)".) Double click “Setup.exe” icon in the folder. Click “Start” as the installer
launched (It may take a few minutes to launch). .
etup.exe

The install program will automatically detect a compatible version of lllustrator installed in your
computer (Figure1). If the version is not right, click “Folder” or “Disk” button. Click “OK” to proceed.

A list of software program being installed will be shown (Figure2). Click “OK” to continue.
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[Figure 1] [Figure 2]



Set Up: AIPLOT-Pro

Open “Plotter Configura- [Mac]
tion” from File Menu. There

are 5 kinds of settings. Plotter Config Plotter Addition Paper Size
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Save for Microsoft Office... 4 (notused

Name : | Al(Landscape)

5 [n Unit : [ mm i) Width : |841.02
Export... 6 (notused Tsoa0s |
M — Length : |594.08

TITTIT

NANNNNN NN

Plotter Configuration... T — [ New J[ Delete | [ Save | (jRoll paper
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[Windows]
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Setup

@Plotter Config

AIPLOT-Pro

AIPLOT-Pro

Ver5.01

Preset : | Custom

| Paper Size [ElEES@iilY Plotter Addition | Tool Config |
Paper Margin (Leaf/Roll) Margin Unit : | pixel al

Top : 44 Left :| 44 Top : 44 Left : |44

Bottom : 44 Right : 44 Bottorn : 44 Right : 44

( _ ) No Sort Charactor Set
(*) Object Sort

= Outline
() Vectar Sort

Page Origin
|| Path Overlapping recognition Com. Port
E] Qutput Pen Order Baud Rate
|_| Cutting Frame Data Bit
|| Line Optimize Stop Bit
|_| Error Adjustment Parity Check
™ Use Dotted Line Cutting Flow Control

M Sort Setting:

: | GRAPHTEC (CA101 # |

: | Unused

: | Paper Left Bottom *
: | TCP/IP(PRICOM 31 5

: | 9600 bps
: [ 8 bit
1.0 bit

: | no

Cancel

: | XON/XOFF(soft) =

3

[ ok |

AIPLOT-Pro

B Margin Setting:

Choose an appropriate unit from the Margin Unit
pull-down menu. Then, assign the same value of
the plotter margins to top/bottom/left/right mar-
gins. For individual sheets of paper, input a value
in Paper Margin on the left. For a roll of paper,
input on the right. The default margin value is 15
mm.

Bl Communication Condition Setting:

The values of Charactor Set and Page Origin are
the same as the plotter setting values.

*Set HP-GL to all commands on the plotter side.
Then, set Baud Rate, Data Bit, Stop Bit, Parity
Check and Flow Control. Usually, use the default
settings on the plotter side as shown in the
figure.

Object Sort: Output each object from lower left of the sheet.
Vector Sort: In this setting, the movement of pen is the minimum. *In case of cutter, the setting is
object sort. When sort setting is selected, set OFF in the sort setting on the plotter side.

B Path Overlapping recognition: *Valid only when using cutter.
Detects the overlapping objects and cuts the coalescent outer shape. Unclosed compound pass is

invalid.

M Output Pen Order:

Assigns a pen to each layer. When sort setting is ON, plots out in order of layer.

B Cutting Frame: *Valid only when using cutter.

Cuts square frame which includes all objects. Margin can be set freely.

MLine Optimize: Decreases the number of output points effectively, and speed is up. Off is the

highest grade.

B Error Adjustment: It is a function for expanded output. Even in the expanded mode, output

quality is high.

B Dotted Line Cutting: *Valid only when using cutter.
Dotted line cutting is available. The dotted line setting is made in “Plotter Addition” (next page)
*When this function is on, put the plotter setting in command priority mode.



Setup AIPLOT-Pro

o — . ePlotter Addition:
Choose Plotter Addition from the Plotter Config
pull-down menu to display it.

Preset : | Custom

| Paper Size Plotter Config PAGREFGETT Tool Config |
Margin(Frame Cut) Margin Unit : | pixel =l
top: [0 Left: [25 B o —, B Margin (Frame Cut): *Valid when frame cutting.
Bottom: 29 | Right:[29 | LineSeg. CutPressure: 50 | g Specifies a margin of frame cut. The default setting is
Dotted Line Cut ToolNo. : [ 2 | Margin Cut Pressure : 20 - 10 mm.
Page Length (Roll Paper) : | 8505 Line Segment Length : 150 PU
Tolerance : |2 PU Margin Length : 30 PU

M Dotted Line Cut Tool No.: *Valid when frame cutting.
Specifies a cutter number for frame cutting.

Header :

Footer : |PG;
Connection Point (Host) :  192.168.1.101 ;1024 .Page Length (RO" Paper):
Plotter Unit: [40 | [PD Optimization  Angle : 30 Specifies a page length as the same length of the paper
(/] Debug Mode Vertices : 512 length specified on the plotter side. Default setting is

OK for regular setting.

Cancel \ OK \

B Cut Tool No.: *Valid when dotted line cutting.
Specifies a cutter number for dotted line cutting.

BLine Seg. Cut Pressure: *Valid when dotted line cutting.
Specifies a cut pressure of line segment for dotted line cutting.

B Margin Cut Pressure: *Valid when dotted line cutting.
Specifies a cut pressure of margin for dotted line cutting. According to the setting, half cutting is
available.

BLine Segment Length: *Valid when dotted line cutting.
Specifies a line segment length for dotted line cutting.
*1PU is 0.025 mm.

B Margin Length: *Valid when dotted line cutting.
Specifies a margin length for dotted line cutting.

M Debug Mode:
For conducting checks if a problem occurs. Usually, this setting is OFF.

B Connection Point (Host): *Valid only when networking.
When networking with a separately sold AIPLOT-Server or TCP/IP, this setting is required.
When connecting a plotter to AIPLOT-Server or a printer server, input the TCP/IP address.

M Port No.: *Valid only when networking.
Default is 1024. If you are not sure, ask your network administrator.

M Plotter Unit: *Valid only when networking.
Usually use 40 as default. If the resolution on the plotter side is 0.1, this should be 10.



Setup

Custom Paper

AIPLOT-Pro Ver3.00

Paper Size :
AD

Al

A2
A2(Landscape)

Name : Al(lLandscape)

Unit : | mm | Width : |841.02
Length : 594.08
| New || Delete || Save [ | Roll Paper
Cancel [ ok |
AIPLOT-Pro
AIPLOT-Pro Ver5.01

Preset : | Custom

| Paper Size  Plotter Config | Plotter Addition | IE=INE=Tile

Tool Type Thick(mm) Color
1 | Water Ball Pen

| Pen Cutter

| Drawing Pen

| not used

| not used

| not used

| not used

2
3
4
5
6 | not used
7
8
9

| not used

ANNNNNEHE

—

0 | not used

Cancel oK |

AIPLOT-Pro

M Paper Size:

(On Mac, this setting is accessed from “Custom”
button in Paper Size tub.)

Various paper sizes can be specified, as shown in the
figure.

When setting a new paper size, first, input the paper
name. Then, choose a unit from the pull-down menu
and input appropriate values for Width and Length. For
a roll of paper, make sure the Roll Paper checkbox is
selected. Lastly, push the New button to complete the
registration. In case of deletion or change, proceed in
the same way as newly setting.

Specify Length by referring to the plotting range of
illustrator and the recommended distance of plotter.

M Tool Config:

Specifies a pen number and a type mounted on the
plotter magazine. If a pen is not mounted, set “not
used.” If a pen of the same type but different color is
specified as shown in the figure, select a suitable color
in the Color setting. In case of a mechanical pencil,
input lead thickness in Thick (mm). The specified pen
color name and thickness are displayed in plot-out
display for easy pen setting. If only using one pen
such as a cutting plotter, select an adequate cutter in
the first row.



Paper Setting AIPLOT-Pro

AIPLOT-Pro
AIPLOT-Pro Ver5.01

M Paper Size

Specifies Paper Size and Orientation from the
pop-up menu as shown in the figure.

Long-sized output is available by specifying an
output object and a compression ratio on the paper

Preset : | Custom =

| Plotter Config | Plotter Addition = Tool Config |

Paper Size : | Roll Paper(950*2m) & | [ Roll Paper

size.

Paper Unit : | mm = . . .

wdh Length When completing thg paper size setting, a plot

(950.03 | + 10099 area (plot paper) is displayed on the illustrator as
Enlar.fRed. [100 | % shown below. When a plot area and a paper on the
orertaion. illustrator are overlapped, hide the Art Board and

' El : the Page Division from the display menu.
Print range : -

| Custom...
| Cancel | [ ok |
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AIPLOT=Pro

Margin

B Placement:

Place a sheet set in advance by using the illustrator/Tool Box/Hand Tool or Plot Area Tool. Next,
place the object to be output inside of the margin.

(*All cut characters shown above should be outlined. All non-outlined characters such as drawing
character by pen plotter are output as stroke font.)

(As shown above, in case of portrait orientation, the sheet is plotted out from the lowermost sheet.
In case of landscape orientation, the sheet is plotted out from the left of the sheet.)

After placement, select File/Output Plotter.



Plot out

mEdit Object Type Select

New... #N
New from Template...  {3N
Open... ®O i
Open Recent Files » I
Browse in Bridge... N80
Close £
Save S
Save As... 4+ 38S
Save a Copy... S
Save as Template...

Save for Web... A0 38S
Save Selected Slices...

Revert F12
Place...

Save for Microsoft Office...

Export...

Plotter Configuration...

Output Plotter

Scripts >

Document Setup... NP

Document Color Mode »

File Info... Nl

Print... #®P
|

M Output Plotter:

For output plotter, select File menu/Output
Plotter as shown in the right figure. Then, the
Output Plotter display will appear as shown

below.

AIPLOT-Pro

B |Layer 3 1: Water Ball Pen(Black)

[EI Layer 2
[EI Layer 1

1: Water Ball Pen(Black)
2: Pen Cutter

Ak 4k

[ | Output to file

B Output Plotter Display:

| Cancel | [Dutput Pk:rtter]

AIPLOT-Pro

In the output plotter display mentioned above, a Layer drawn on the illustrator is displayed. Switch
on/off the checkbox on the left end of the layer to plot out or not. From the pull-down menu, set a
pen setting for each layer. (*If using the cutter pen, it is plotted out at the last whichever layer the
cutter pen is in.) If the Output Plotter button is clicked, AIPLOT-Pro plots out to the end while
changing the pen automatically.



AIPLOT-Pro

€ Contact Information

*If you have questions, please contact us by Email or FAX.
*Please tell us your name, product’s name, serial number and ID with the inquiry.

Contact Form:
http://www.baby-universe.co.jp/en/support/contact/plugin.php

E-mail:
info_eng@baby-universe.co.jp

FAX:
+81-466-55-3001

@8 iPM is developed by
DRDYSUNIVERSE
BABY UNIVERSE Inc.

»¢Adobe®, Adobe lllustrator® are reserved by Adobe Systems Incorporated.



